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BENCH

SCALE: NTS

NOTES:

1. VICTOR STANLEY, MODEL: CM-14

2. BACKLESS SEATING WITH DUCTILE-IRON END FRAMES

COLOR: MINT GREEN RAL #6029 WITH GREY RECYCLED

PLASTIC SLATES

6' LENGTH

3. BOLT INTO CONCRETE PAVING W/ STAINLESS STEEL BOLTS -

ONE (1) BOLT PER LEG.

D F

LANDSCAPE BOULDER

SCALE: NTS
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NOTES:

1. BOULDER / ROCK - TO BE COLORADO MOSS FROM SOUTHWEST BOULDERS OR

APPROVED EQUAL.

2. FINAL LOCATION OF BOULDERS SHALL BE APPROVED BY ENGINEER, LOCATED

ON CONSTRUCTION PLAN SHEET L-5.

3. CONTRACTOR TO PROVIDE SAMPLES TO ENGINEER FOR REVIEW, APPROVAL

AND PURCHASE PRIOR TO INSTALLATION.

4. REFER TO BOULDER LEGEND FOR BOULDER SIZES, SEE SHEETS L-5, L-6.
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WELD BOTH SIDES TUBE

STEEL LATTICE TO BEAM

WELD BOTH SIDES TUBE

STEEL LATTICE TO BEAM
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ENTRY OVERHEAD STRUCTURE

SCALE: 3/8"=1'-0"

NOTES:

1. TUBULAR STEEL COLOR SHALL MATCH RAL# 8002 - COOPER BROWN, FINISH SHALL BE POLISHED.

2. PRECAST CONCRETE AMENITIES AVAILABLE FROM QUICKCRETE PRODUCTS, 951-737-6240 OR

APPROVED EQUAL.

3. ALL METAL MEMBERS SHALL BE GALVANIZED.

4. REFER TO STRUCTURAL ENGINEER'S CALCULATIONS AND DETAILS PROVIDED BY EXCEL,

DETAILS IN STRUCTURAL INFO TAKES PRECEDENCE.

5. OVERHEAD METAL STRUCTURE AVAILABLE FROM EXCEL BRIDGES AT 562-944-0701 OR AN

APPROVED EQUAL.

6. CONTRACTOR SHALL PROVIDE SHOP DRAWINGS OF THE OVERHEAD STRUCTURES & PILASTERS

TO THE ENGINEER FOR REVIEW & APPROVAL PRIOR TO CONSTRUCTION.

7. REFER TO THE SITE FURNISH SECTION WITHIN THE SPECIFICATIONS FOR ADDITIONAL

INFORMATION.
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SEE ENLARGEMENT 'A' & 'B'
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ELEVATION: A - LOOKING SOUTH FROM RIDGE ROUTE DRIVE ELEVATION: B 

SECTION

PILASTER PLAN

SC: 3/4"=1'-0"

ENLARGEMENT 'B'

SC: 3/4"=1'-0"
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AA

HSS TO HSS CONNECTION 

SC: NTS

PLAN VIEW SECTION A-A
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ENLARGMENT 'A' - CONNECTION

OF STEEL TUBE TO PILASTER

E

INTERPRETIVE PANEL

SCALE: NTS

NOTES:

1. PANEL SHALL BE 24"x36", UV-RESISTANT INK PLOT MOUNTED ON 1 MIL SINTRA.

SPECIAL: LAMINATE WRAPPED TO THE BACK OF PANEL. USE REPLACEABLE

LEXAN COVER. BACKGROUND COLOR: PANTONE R 293 AT 8 PERCENT.

2. COLOR JPEG FILE (ART WORK) SHALL BE PROVIDED BY CITY TO CONTRACTOR.

3. CONTRACTOR SHALL INCLUDES IN THEIR BID A LINE ITEM TO PAY FOR &

COORDINATE WITH IZONE IMAGING 254-778-0722, REGARDING SIGN PANELS,

TOTAL OF ONE(1). 4. CONTRACTOR SHALL PROVIDE FULL SIZE MOCK-UP

TO ENGINEER FOR REVIEW & APPROVAL PRIOR TO

CONSTRUCTION.

5. CONTRACTOR SHALL ATTACH PANEL TO STEEL

FRAME WITH METHOD REVIEWED & APPROVED BY

ENGINEER PRIOR TO CONSTRUCTION.

6. REFER TO DETAIL 'H', SHEET L-8 FOR ADDITIONAL

INTERPRETIVE SIGN INFORMATION.
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BRIDGE 'A'

SCALE: NTS
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NOTES:

1. CONTRACTOR SHALL PAY FOR  & INCLUDE IN THEIR BID THE REVIEW

& ANALYSIS OF BRIDGE BY A LICENSED STRUCTURAL ENGINEER'S

RECOMMENDATION SHALL BE A PART OF THIS DETAIL THAT THE

CONTRACTOR'S BID INCLUDES.

2. ALL WOOD MEMBERS SHALL BE PAINTED W/ EXTERIOR PAINT &

COLOR PER LANDSCAPE ARCHITECT.

3. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS TO ENGINEER FOR

REVIEW & APPROVAL PRIOR TO CONSTRUCTION.15
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